LANZINI

Product Name

R2 Double Torrefaro

(Driver esterno)

Technical description

R2 Double represents the union of two R2 projectors combined in a galvanized iron structure. This configuration allows to reach a very
important lighting power, suitable for the most demanding applications. Body in die-cast aluminum alloy UNIEN 1706 (Low copper content)
painted polyester powder. Supplied with a painted galvanised steel bracket and goniometer in technopolymer with anti-rotation block in
die-cast aluminum and powder painted. Stainless steel screws AlSI 304. Silicone gaskets. On request, tempered glass sodium-calcium type,
5 mm thickness, 91% transparency.
LED light source (lumileds), colour temperature (4000 K Neutral White). High coefficient of performance chromatic CRI>80. Optic in optical

PC.

Supply

External driver (also in versions dimmable or DALI).
Voltage 220-240V AC 50/60Hz.

Temperature -40° +45°

Installation

Wall, ceiling.

Applications

Commercial areas, Industrial areas, Large sport facilities, Assembling areas, Headlight tower

Size (mm)

572x470x 115

Colour

Dark grey

Decay of the luminous flux
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Code Source Power Lm (Output) Lm (Tc=25°) Temperature CRI Beams Colour Control
LR2D040A1BL40400_001 LED 400 W 573391m 68400 Im 4000 K >80 A Dark grey
LR2D040A1DI40400_001 LED 400 W 573391m 68400 Im 4000 K >80 A Darkgrey ~ Dimmer
LR2D040A1DA40400_001 LED 400 W 573391Im 68400 Im 4000 K >80 AM Dark grey DALI
Accessories
Junction box kit Laser pointer . .
LKITA00000700021 support kit Fast connector Fast connector Cable with connector ~ Extra Headllgh't
LKITA00000000093 IP2 poles IP 3 poles Ca.2m. Con2poles  tower bracket kit
LKITAO0000000017  LKITAO0000000003  LKITAO0O000000040  LKITAO0000000101
Ca.2 m., Con 3 poles
LKITA00000000041
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