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Installation

Ceiling

Supply
Driver mounted externally over the fitting to ensure optimum thermal performances.
Available in ON-OFF, dimmable or DALI versions. Possibility to remote the driver for special applications.
Voltage 220-240 V AC 50/60 Hz.
Operating temperature -40°+45°.

Colour

White 1

Applications

Motorway projecting roofs, Projection service station roofs

Size (mm)

252 x 252 x 96

QI
(External driver)

Product Name

Decay of the luminous flux

≥100.000 hr L85B15

Code Source Power Lm (Output) Lm (Tc=25°) Temperature CRI Beams Colour Control

Fast connector 
IP 3 poles

LKITA00000000003

Fast connector 
IP 2 poles

LKITA00000000017

Accessories

Cable with connector
Ca. 2 m., Con 2 poles
LKITA00000000040
Ca. 2 m., Con 3 poles
LKITA00000000041

Customizable plate 
for adapting

309

96

252

25
2

Emergency Kit
LKITA00000000086

230

15
15

23
0

IK08 LED3,5 Kg  

Technical description

Essential and clean design for a floodlight which becomes protagonist of the space through a confident style. Lower body in die-cast aluminum 
alloy UNI EN 1706 (Low copper content) painted with polyester powder. Front body in die-cast aluminum alloy UNI EN 1706 (Low copper content) 
white painted. Supplied with steel fixing clips. Stainless steel screws AISI 304. Tempered glass sodium-calcium type, 5 mm thickness. 91% 
transparency is guaranteed. Silicone gaskets.
LED light source (lumileds), colour temperature (4000 K Neutral White).
High coefficient of performance chromatic CRI>80. Optic optical PC.

L00QI40A3BL10100 LED 100 W 12680 lm 17100 lm 4000 K >80 A3 White -

L00QI40A3DI10100 LED 100 W 12680 lm 17100 lm 4000 K >80 A3 White Dimmer

L00QI40A3DA10100 LED 100 W 12680 lm 17100 lm 4000 K >80 A3 White DALI
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